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DICAMBA APPLICATION UPDATES
Spray Tips Approved for the Application of FeXapan™ herbicide Plus VaporGrip® Technology

Advantages:  
• Produces primarily Ultra Coarse droplets across the approved pressure range
• TTI tips offer the lowest percentage of driftable droplets available (<2%)*
• Proven product specifically designed to maximize drift control
• Provides exceptional spray coverage for consistent, reliable weed control

* Driftable droplets defined as less than 150 microns. Based on spraying water at 40 psi.

Learn more www.teejet.com 
www.fexapanapplicationrequirements.dupont.com
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TTI11003 
(50)

20 UC 0.21 27 15.6 12.5 10.4 - - - -
30 UC 0.26 33 19.3 15.4 12.9 9.7 - - -
40 UC 0.30 38 22 17.8 14.9 11.1 - - -
50 UC 0.34 44 25 20 16.8 12.6 10.1 - -
60 UC 0.37 47 27 22 18.3 13.7 11.0 - -

TTI11004 
(50)

20 UC 0.28 36 21 16.6 13.9 10.4 - - -
30 UC 0.35 45 26 21 17.3 13.0 10.4 - -
40 UC 0.40 51 30 24 19.8 14.9 11.9 9.9 -
50 UC 0.45 58 33 27 22 16.7 13.4 11.1 -
60 UC 0.49 63 36 29 24 18.2 14.6 12.1 9.7

TTI11005 
(50)

20 UC 0.35 45 26 21 17.3 13.0 10.4 - -
30 UC 0.43 55 32 26 21 16.0 12.8 10.6 -
40 UC 0.50 64 37 30 25 18.6 14.9 12.4 9.9
50 UC 0.56 72 42 33 28 21 16.6 13.9 11.1
60 XC 0.61 78 45 36 30 23 18.1 15.1 12.1

TTI11006 
(50)

20 UC 0.42 54 31 25 21 15.6 12.5 10.4 -
30 UC 0.52 67 39 31 26 19.3 15.4 12.9 10.3
40 UC 0.60 77 45 36 30 22 17.8 14.9 11.9
50 XC 0.67 86 50 40 33 25 19.9 16.6 13.3

  

PART NUMBER DESCRIPTION

TTI11004-VP TTI Tip

114443-3-CELR TeeJet Cap (Red)  
with Gasket (EPDM)

TTI11004-VP-CE TTI Tip with Quick TeeJet 
Cap and Gasket

How To Order:

PART NUMBER PRESSURE RATING

AI8003-VS 30-40 PSI
AI8005-VS 30-40 PSI
AI11003-VS 30-40 PSI
TTI11003-VP 20-60 PSI
TTI11004-VP 20-63 PSI
TTI11005-VP 20-60 PSI
TTI11006-VP 20-50 PSI

Approved Spray Tips for FeXapan™  
herbicide Plus VaporGrip® Technology*

* TeeJet recommends using TTI tips rather than     
   AI tips due to the larger approved pressure   
  range and spray pattern overlap. 

Application Requirements:
• Use only approved nozzles and pressures for application
• Spray volume of 15 gpa or greater
• Boom height no higher than 24 inches above crop canopy
• Maximum ground speed of 15 mph
• Apply when wind speed is between 3 and 10 mph and avoid temperature inversions
• Use triple-rinse procedure with tank cleaner to ensure proper sprayer cleanout
• Do not tankmix with Ammonium Sulfate (AMS) 

Turbo TeeJet® Induction  
Spray Tips


